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Piper
See Limitations and Conditions

Installation of S-TEC System 60 Single Axis
Automatic Flight Guidance System, Model ST-020 according to Bulletin Ho. 123,
Revision 3, dated 3/12/82 and Master Drawing List No. 9242, Revision C, dated
3/12/82; or later FAA approved revision. (14 Volt System)

See Continuation Sheet, page 2, of this STC.

^

^

May 1, 1981 3)^***^: 1/11/82; 9/28/82
Revision 2

June 30, 1981

/*]*~' Manager. Aircraft Certification Division
/ Southwest Region

(Title)
Any alteration of this certificate is punishable by a fine of not exceeding 11,000, or imprisonment not exceeding 3 years, or both.

This certificate may be transferred in accordance with FAR 21.47.
FAA Foui Bl 10-2 (10-68)



United £tatts of America
Bepartmtnt of Transportation— federal aoiation administration

Supplemental t^pe Certificate
(Continuation £heet)

SA4401SW Revision 1

Limitations and Conditions:

1. Eligible on Piper Models PA-24 (PA-24-180), PA-24-250, and PA-24-260,
S/N 24-4803 and BELOW (Except S/N 24-4783) and above models when
modified in accordance with STC SA4-1351 or STC SA4-1235 as applicable
(Wing Tip Tanks).

2. FAA Approved Airplane Flight Manual Supplemen t P/N 89 46 /«jed June 30,
1981, is required for Piper Models PA-24 (PA-24-180) and PA- 24- 250,
S/N 24-2843 and BELOW for installation of S-TEC System 60 Single Axis
Automatic Flight Guidance System, Model ST-020; OR

Airolane Flight Manual Supplement P/N 8946-1 dated January 11, 1982,
Is reared lor Piper ModeL PA-24 (PA-24-180), PA-24-250, and PA-24-260,
S/N 24-4803 and BELOW (Except S/N 24-4783) for installation of S-TEC
System 60 Single Axis Automatic Flight Guidance System, Model ST-020;
OR

FAA Approved Supplement to Pilot's Operating Handbook and/or FAA
Approved Airplane Flight Manual, P/N 8946-2 dated 9/28/82, is required
for Piper Models *A-24 (PA-24-180), PA-24-250 and PA-24-260 S/N 24-4803
and BELOW (Except S/N 24-4783) and the above models ween modified in
accordance with STC SA4-1351 or STC SA4-1235 as applicable (Wing Tip
Tanks) with S-TEC System 60 Single Axis Automatic Flight Guidance
System (with 0105-R9 Roll Servo).

3. Compatibility of this modification with other previously approved modifications
must be determined by the installer.

Any alteration of this certificate is punishable by a fine oj not exceeding $1,000, or imprisonment not exceeding 3 years, or both.
FAA FORM ai 10-2-1 (1O-69) This certificate may be transferred in accordance with FAR 21.47.
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INSTRUCTIONS: The transfer endorsement below may be used to notify the appropriate FA A Regional Office of
the transfer of this Supplemental Type Certificate.

The FAA will reissue the certificate in the name of the transferee and forward it to him.

TRANSFER ENDORSEMENT

Transfer the ownership of Supplemental Type Certificate Number

to (Name of transferee) ______________________________

(Address of transferee) ____________________
!Number and street)

(City, State, and ZJP code)

from (Name of grantor) (Print or type) _______________________

(Address of grantor)
(Number and street)

(City, State, and %JP code)

Extent of Authority (if licensing agreement):

Date of Transfer:.

Signature of grantor (In ink):


